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SERIES OF FIREPLACES
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BLANKA/PF

BLANKA/670/570

BLANKA/LP/BS

BLANKA/670/570/LP/BS

BLANKA/KAFEL/C
BLANKA/KAFEL/K

BLANKA/910

BLANKA/L/BS 
BLANKA/P/BS 

BLANKA/670/570/L/BS 
BLANKA/670/570/P/BS

BLANKA PRICES

PRICE FOR YOU

PRICE FOR YOU

PRICE FOR YOU
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PRICE FOR YOU
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FEATURES BLANKA 
MAXIMUM USE OF ENERGY
The body and the front of the insert are resistant to high temperatures thanks to the high quality steel used in 
production.
Efficient burning process & maintaining of temperature to keep the warmth for longer thanks to lining of combustion 
chamber with TERMOTEC - heat accumulating material which raises the temperature in the combustion chamber.
Combustion of fuel particles thanks to deflector, which extends the exhaust gas path.
Built-in fi 125 external air intake which provides air supply from the outside directly into the hearth which results 
in better combustion and better comfort of usage.
Reducing emissions of harmful CO to the atmosphere by regulating of secondary air supply.
Maximum usage of heat thanks to densely spaced radiators.

ECOLOGICAL COMBUSTION
The unit meets the requirements of Ecodesign standards and the restrictions of the BImSchV 2 standard, which 
determines the maximum CO emission.

SAFETY AT THE HIGHEST LEVEL
Perfect tightness thanks to the solid welds made in a noble gas shielding.
All steel elements are laser cut and bent on CNC bending machines.
Insert’s front equipped with a heat resistant ceramics that withstands temperatures up to 660°C.

 CONVENIENT TO USE
An elegant and comfortable handle.
It can be used in a various mounting conditions thanks to adjustable legs and movable fumes outlet with 360 
regulation.
5 year warranty.
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ADVANTAGES BLANKA

kg

C

CO

kW

<kW< 7.5 - 11.0 7.1 - 14.5 7.5 - 21.5

8,0 11,0 16,0

160 180 200

~ 78,0% ~ 78,0% ~ 83,0%

300 500 500

285,0 280,0 290,0

120,0 154,0 195,0

0,1 % 0,1 % 0,1 %

seasonal hardwood (humidity max 20%)

Acumotte, steel Acumotte, steel Acumotte, steel

BLANKA/PF
BLANKA/L/BS
BLANKA/P/BS

BLANKA/LP/BS
BLANKA/KAFEL

BLANKA/670/570/PF
BLANKA/670/570/L/BS
BLANKA/670/570/P/BS

BLANKA/670/570/LP/BS BLANKA/910/PF
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DIMENSIONS ZUZIA ECO DECO

DIMENSIONS BLANKA PF

DIMENSIONS ZUZIA L/P BS
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BLANKA/670/570
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DIMENSIONS BLANKA 670/570

DIMENSIONS BLANKA/670/570/LP/BS

DIMENSIONS BLANKA 670/570 L/P BS

BLANKA/670/570/P/BS
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DIMENSIONS BLANKA KAFEL
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