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NBC AND NBU

NBC/800/400

NBU/500/700NBC/500/500 NBC/600/400

NBC/680/280

Price for youPrice for you

Price for youPrice for you Price for you
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NBC/800/400 NBC/680/280 NBC/600/400 NBC/500/500 NBU/500/700
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ADVANTAGES NBC, NBU

SPECIFICATIONS NBC, NBU

boiler steel, liner of the combustion chamber Acumotte

seasonal hardwood (humidity max 20%)

Body and front resistant to high temperatures

Bottom plate of the insert significantly lowered, relatively 
to the door (combuston product is placed below the fence 
and air venting slat) 

Double door opening system. 
Comfortable and quiet guillotine mechanism that 
facilitates cleaning and maintenance of the insert. 

Triple system of combustion chamber aeration: 
primary air - supplied under the grate; secondary 
air - supplied to the combustion chamber through 
a system of holes in the rear wall of the insert 
(post-combustion of gases). In addition, insert 
equipped with clean glass system (air curtain).

Air supply only from the outside thanks to built-in 
external air inlet. Simple air adjustment just  with one 
regulator. This solution prevents from improper usage.

Perfect tightness thanks to the solid welds made
in the noble gas shielding.
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DIMENSIONS NBC/800/400

DIMENSIONS NBC/680/280
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DIMENSIONS NBC/500/500

DIMENSIONS NBC/600/400
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DIMENSIONS NBU/500/700
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NBC, NBU
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